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Data Dictionary

NAESB WGQ Standard 1.4.1 - Nominations
	Business Name
(Abbreviation)
	Definition
	Data Group
	EBB
Pathed
	EBB Non-Pathed
	EBB
PNT -
“T”
	EBB
PNT -
“U”
	EDI / FF Usage
	Condition

	Capacity Type Data
	Type of capacity being requested.  For example: primary to primary, secondary to secondary, primary to secondary, secondary to primary, interruptible.
	TSDG
	
	
	
	
	
	

	Capacity Type Indicator
(Cap Type)
	
	TSDG
	MABC
	MABC
	MABC
	MABC
	MABC
	

	Capacity Type Name
(Cap Type Name)
	
	TSDG
	MABC
	MABC
	MABC
	MABC
	nu
	


NAESB WGQ Standard 1.4.5 – Scheduled Quantity
	Business Name
(Abbreviation)
	Definition
	Data Group
	EBB
Pathed
	EBB Non-Pathed
	EBB
PNT -
“T”
	EBB
PNT -
“U”
	EDI / FF Usage
	Condition

	Capacity Type Data
	Type of capacity being requested.  For example: primary to primary, secondary to secondary, primary to secondary, secondary to primary, interruptible.
	TSDG
	
	
	
	
	
	

	Capacity Type Indicator
(Cap Type)
	
	TSDG
	MAC
	MAC
	MAC
	MAC
	MAC
	Mandatory when present and processed in the nomination. For EDI and FF, this data element is not needed when the Nominator’s Tracking ID is used.

	Capacity Type Name
(Cap Type Name)
	
	TSDG
	MAC
	MAC
	MAC
	MAC
	nu
	Mandatory when present and processed in the nomination. For EDI and FF, this data element is not needed when the Nominator’s Tracking ID is used.


NAESB WGQ Standard 2.4.4 – Shipper Imbalance (do we need it changed here?)
	Business Name
(Abbreviation)
	Definition
	Data Group
	EBB
Pathed
	EBB Non-Pathed
	EBB
PNT -
“T”
	EBB
PNT -
“U”
	EDI / FF Usage
	Condition

	Capacity Type Data
	Type of capacity being requested.  For example: primary to primary, secondary to secondary, primary to secondary, secondary to primary, interruptible.
	TSDG
	
	
	
	
	
	

	Capacity Type Indicator
(Cap Type)
	
	TSDG
	MA
	MA
	MA
	nu
	C
	Mutually agreeable when the Imbalance Reporting Type is Pathed, Non-Pathed or Pathed Non-Threaded – Threaded.  Will not be used when the Imbalance Reporting Type is Pathed Non-Threaded – Unthreaded.

	Capacity Type Name
(Cap Type Name)
	
	TSDG
	MA
	MA
	MA
	nu
	nu
	


Standard 3.4.1
Transportation/Sales Invoice

	Business Name
(Abbreviation)
	Definition
	Model Data Group
	EDI / FF Usage
	Condition

	Capacity Type Indicator
(Cap Type)
	Type of capacity being requested.  For example:  primary to primary, secondary to secondary, primary to secondary, secondary to primary, interruptible.
	TSDG
	MAC
	Mandatory when present and processed in the nomination


Code Values Dictionary

Data Sets:
NAESB WGQ Standard 1.4.1 – Nominations

NAESB WGQ Standard 1.4.5 – Scheduled Quantity

NAESB WGQ Standard 2.4.4 – Shipper Imbalance

NAESB WGQ Standard 3.4.1 – Transportation/Sales Invoice
Data Element:
Capacity Type Indicator

	Code Value Description
	Code Value Definition
	Code Value

	Non-segmented
	[no definition necessary]
	

	Segmented
	[no definition necessary]
	


