001-n.6.5           The Transmission Provider or applicable ISO/RTO  shall  post a document on the ATC Information link described in WEQ-001-13.1 that shall contain the underlying load forecast assumptions. The document shall be a descriptive statement which includes the load forecaster (methodology), all weather variables used (e.g., temperature, humidity, wind speed, number of measuring points), actual load assumptions (e.g., system-wide load, native load, historical loads, existing contracts) and economic assumptions.  This descriptive statement shall satisfy the requirement for posting underlying load forecast assumptions including economic and weather-related assumptions. 

MOTION:

The EC amends standard 001-n.6.5 as above by deleting the section indicated with strikethrough and adding the following:

In addition to the above, the Transmission Provider shall post the actual values for all weather-related data used to prepare each daily forecast.  If such actual weather-related data is deemed to be commercially sensitive pursuant to a contractual arrangement between the Transmission Provider or applicable ISO/RTO and a 3rd party provider of the weather data, the weather data shall remain masked for a period of 1 week.


Motion Failed (2 in favor/13 against)

MOTION: 
To adopt recommendation submitted by the NAESB WEQ ESS/ITS/BPS Subcommittee on Request No. 2008 2.a.i.4, 2.b.v.4, 2.b.v.5 – Load Forecast and Actual Load Business Practice Standards associated with S&CP changes with the following amendments.
Friendly Amendment 1:  to change all instances of these OASIS Data Element names: 
system_load_forecast to system_forecasted_load ,
native_load_forecast to native_forecasted_load and
zone_load_forecast to zone_forecasted_load

Friendly Amendment 2: to drop “h” on MWh in 001-n.3.1

Friendly Amendment 3: to accept the following changes:
1) For clarity, the term “Actual Daily Native Load” should be replaced with the term “Actual Daily Native Peak Load” throughout the proposed standards.  Likewise, the term “Forecasted Daily Native Load” should be replaced with the term “Forecasted Daily Native Peak Load” throughout the proposed standards.

2) 001-n.2.3 contains a typo: the word “Forcasted” on the fourth line should be “Forecasted”

3) 001-n.5 contains a typo: the word “Requirments” should be “Requirements”


Amendment 4: to add language to 001-n.6.5: 
001-n.6.5
The Transmission Provider or applicable ISO/RTO shall post a document on the ATC Information link described in WEQ-001-13.1 that shall contain the underlying load forecast assumptions. The document shall be a descriptive statement which includes the load forecaster (methodology), all weather variables used (e.g., temperature, humidity, wind speed, number of measuring points), actual load assumptions (e.g., system-wide load, native load, historical loads, existing contracts) and economic assumptions, as applicable (e.g., assumptions for long term ATC calculations may differ from assumptions for short term ATC calculations). This descriptive statement shall satisfy the requirement for posting underlying load forecast assumptions including economic and weather-related assumptions. 

Amendment 5: to strike last sentence in 001-n.6.5: 

001-n.6.5           The Transmission Provider or applicable ISO/RTO  shall  post a document on the ATC Information link described in WEQ-001-13.1 that shall contain the underlying load forecast assumptions. The document shall be a descriptive statement which includes the load forecaster (methodology), all weather variables used (e.g., temperature, humidity, wind speed, number of measuring points), actual load assumptions (e.g., system-wide load, native load, historical loads, existing contracts) and economic assumptions, as applicable (e.g., assumptions for long term ATC calculations may differ from assumptions for short term ATC calculations). This descriptive statement shall satisfy the requirement for posting underlying load forecast assumptions including economic and weather-related assumptions. 


Amendment 6: to modify 001-n.6.5 to read:
001-n.6.5
The Transmission Provider or applicable ISO/RTO  shall  post a document on the ATC Information link described in WEQ-001-13.1 that shall contain the current underlying load forecast assumptions. The document shall be a descriptive statement which includes the load forecaster (methodology), all weather variables used (e.g., temperature, humidity, wind speed, number of measuring points), actual load assumptions (e.g., system-wide load, native load, historical loads, existing contracts) and economic assumptions, as applicable (e.g., assumptions for long term ATC calculations may differ from assumptions for short term ATC calculations). 

