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	Term
	Definition

	Highly-Variable Load
	Proposed Definition

A Load with a fluctuating or unpredictable electricity consumption pattern.


	Load
	Proposed Definition

An end-use device or customer that receives power from the electric system.


	Maximum Base Load
	Proposed Definition

A performance evaluation methodology based solely on a Demand Resource’s ability to reduce to a Firm Service Level, regardless of its electricity consumption or Demand at Deployment.


	
	



	Meter Before / Meter After
	Proposed Definition

A performance evaluation methodology where electricity Demand over a prescribed period of time prior to Deployment is compared to similar readings during the Sustained Response Period.


	Meter Data Recording Interval
	Proposed Definition

The time between electricity meter consumption recordings.


	Meter Data Reporting Deadline
	Proposed Definition

The maximum allowed time from the end of a Demand Response Event (Normal Operations) to the time when meter data is required to be submitted for performance evaluation and settlement.  The Meter Data Reporting Deadline may be either relative (a number of hours/days after Normal Operations) or fixed (a fixed calendar time, such as end-of-month).


	Metering Generator Output
	Proposed Definition

A performance evaluation methodology in which the Demand Reduction Value is based on the output of the generation asset, used when a generation asset is located behind the Demand Resource’s revenue meter.


	Non-Dispatchable Programs
	Proposed Definition






Programs in which Demand Resources curtail according to tariff structure, not in response to instructions from a Program Administrator.


	Non-Spinning Reserve
	Proposed Definition
Operating reserves that can be started, synchronized and loaded within a specified time period.


	Normal Operations
	Proposed Definition

The time following Release/Recall at which a Program Administrator may require a Demand Resource to have returned its Load consumption to normal levels, and to be available again for Deployment.


	Operability Factor
	Proposed Definition


	Performance Window
	Proposed Definition

The period of time in a Demand Response Event analyzed by the Program Administrator to measure and verify the Demand Reduction Value for a Demand Resource.


	Program Administrator
	Proposed Definition

An investor-owned, governmental or cooperative utility with the responsibility for developing and operating Demand Response programs. 


	Ramp Period
	Proposed Definition

The time between Deployment and Reduction Deadline, representing the period of time over which a Demand Resource is expected to achieve its change in Demand.


	Ramp Rate
	Proposed Definition

The rate, expressed in megawatts per minute, that a generator changes its output or a Demand Resource changes its Load.


	Real Time Pricing
	Proposed Definition

A retail rate in which the price for electricity fluctuates reflecting changes in the wholesale price of electricity.  


	Recovery Period
	Proposed Definition

The time between Release/Recall and Normal Operations, representing the window over which Demand Resources are required to return to their normal Load.


	Reduction Deadline
	Proposed Definition

The time at the end of the Ramp Period when a Demand Resource is required to have met its Demand Reduction Value obligation.


	Regulation Service
	Proposed Definition

A type of Demand Response service in which a Demand Resource increases and decreases Load in response to real-time signals from the Program Administrator.  Demand Resources providing Regulation Service are subject to dispatch continuously during a commitment period.  Provision of Regulation Service does not correlate to Demand Response Event timelines.


	Release / Recall
	Proposed Definition

The time when a Program Administrator notifies a Demand Resource that the Deployment Period has ended or will end.


	Sustained Response Period
	Proposed Definition

The time between Reduction Deadline and Release/Recall, representing the window over which a Demand Resource is required to maintain its reduced net consumption of electricity.


	Spinning Reserve
	Proposed Definition
Operating reserves from resources that are synchronized to the grid and can respond to instructions from the Program Administrator.


	Telemetry
	Proposed Definition

Real-time continuous communication between a Demand Resource or Demand Response Provider and the Program Administrator.


	Telemetry Interval
	Proposed Definition

The time unit between communications between a Demand Resource or Demand Response Provider and a Program Administrator.


	Time-of-Use Rates
	Proposed Definition

A rate where usage unit prices vary by more than one time period within a 24-hour day.  Time-of-Use rates reflect the average cost of generating and delivering power during those time periods.  Daily pricing blocks might include an on-peak, partial-peak, and an off-peak price for non-holiday weekdays, with the on-peak price as the highest price, and the off-peak price as the lowest price.


	Validation, Editing, and Estimation
	Proposed Definition

The process of taking raw meter data and performing validation and, as necessary, editing and estimation of corrupt or missing data, to create validated data.  (VEE guidelines are published in the Edison Electric Institute’s Uniform Business Practices for Unbundled Electricity Metering, Volume Two, Published 12/05/00,



