Additions to WEQ-000-1 (Acronym)

SAMTS – Transmission Service Across Multiple Transmission Systems
Additions to WEQ-000-2 (Glossary)

Linked Group ??????
Revisions to WEQ-000-2 (Glossary)
Additions to WEQ-001 
001-xx1
SAMTS – GENERAL REQUIREMENTS

The following practices are defined to enhance consistency of processing SAMTS requests.

001-xx1.1
OASIS shall support the queuing and processing of all requests for SAMTS,  as specified in the technical requirements of Business Practice Standards WEQ-002, WEQ-003 and WEQ-013. 
001-xx1.2
In the event that all Transmission Providers can not accommodate the full amount requested, the Transmission Customer will not be required to reserve the full requested capacity on the remaining Transmission Service request(s)
a. 001-xx1.3
Queue submission should be subject to the same requirements as if the request were not part of a linked group (timing tables do not need to be changed)
b. 001-xx1.4
In addition to the routine validation done for each request, each Transmission Provider will be limited to performing validation that the product requested on the Transmission Provider’s system is an allowable “linked” product as identified in item 1.a.  
c. 001-xx1.4.1
There should be no requirement for a Transmission Provider to validate consistency of product names and/or attributes across requests which are part of a linked group.
i. 001-xx1.5
The true-up process shall not require a Transmission Customer to ultimately reserve Transmission Service in excess of the lowest capacity granted by any Transmission Provider.

ii. 001-xx1.6
The true-up process shall not require any Transmission Provider to accept a request which is not obtainable by other Transmission Customers (e.g., require a monthly request to have different profile MW values for different days of the month if all other Transmission Customers are required to profile a single MW value for each week).
001-xx1.7
The coordination procedure will extend only for evaluation and processing of requests in a linked group.  After coordination is completed (final true-up), each of the resulting reservations shall be treated as any other reservation. 

iii. Renewal requests to exercise rollover rights may be combined in a subsequent linked group.  Scope will otherwise not include changes to the granting or management of rollover rights.  
001-xx1.8
Competition after True-Up

iv. After true-up, if one of the reservations from the linked group is subject to competition (Table 4-3) on one OASIS system, the outcome of that competition should have no impact on the statuses of the remaining reservations of the linked group.  That is, loss of one reservation of a post-true-up confirmed reservation does not invalidate the remaining reservations of the original linked group, nor does the extension of one reservation of a linked group via a MATCHING request give the Transmission Customer the right to extended duration and/or capacity on the remaining components of the linked group.
001-xx1.9
The Business Practice Standard shall permit regional alliances to establish a mechanism wherein a single request is processed for Transmission Service on multiple Transmission Providers.  Such a mechanism must allow  linked requests that extend beyond  the boundaries of the alliance.
001-xx1.10
This new NAESB Business Practice Standard should not require offering of additional products in order to establish an identical hour-by-hour match of reservations on OASIS systems that serve different time zones.
001-xx1.10.1
Transmission Customers should not be forced to procure an additional one hour of Transmission Service on a non-firm basis to transfer a firm energy source for which it has long-term firm arrangements because not all Transmission Providers offer firm hourly product and not all Transmission Providers offer short-term firm in all future periods.
001-xx2
SAMTS Submission of Requests for Transmission Service
001-xx2.1
A Transmission Customer will be permitted to submit a set of requests on multiple transmission systems and group them together
001-xx2.2
Unless otherwise prohibited, Transmission Provider(s) will be required to allow any combination of the following Transmission Services in a linked group:

i. Yearly Firm PTP

ii. Monthly Firm PTP

iii. Monthly Non-Firm PTP

iv. Firm Network Service with a minimum duration of one month

v. Monthly Non-Designated (Secondary) Network Service
d. 001-xx2.3
Pre-confirmation is required for short-term PTP requests

001-xx2.3.1
These pre-confirmed requests shall be treated as any other pre-confirmed Transmission Service request with respect to queue position and preemption (Table 4-3)
001-xx2.3.2
Final true-up will permit changes in capacity on pre-confirmed monthly  PTP requests
e. 001-xx2.4
The Transmission Customer must provide the following for each request:

001-xx2.4.1
A unique identifier that is assigned to the linked group (similar to the way a unique identifier is established for each e-tag)
001-xx2.4.2
The following information about each of the other requests for transmission service that are part of the linked group:

1. Transmission Provider

2. OASIS number of the request for Transmission Service

a. 001-xx2.5
After the initial submission the TC shall be permitted to amend the request to permit adding the information as described in WEQ-001-xx2.4.2. Submission window for all such information is 24 hours.(note: subcommittee needs to review and deicide what is the specifications)
a. 001-xx2.6
The Transmission Customer must be permitted to include any number of requests in a linked group.

ii. Permit single or multiple requests on one Transmission system to be linked with single or multiple requests on other Transmission systems

iii. Permit one or more requests to be a concomitant request 

iv. Permit requests of different product types

v. Permit request with different durations (start/stop times)

vi. Permit requests which are not on adjoining transmission systems
f. 001-xx2.7
Each Transmission Provider will evaluate and respond to the request on its OASIS as if it were not part of a linked group with the following exceptions:

i. A new state shall be defined for use in acceptance of a linked request

ii. A new state shall be defined for use in counteroffering of a linked request

iii. The Transmission Customer’s response time requirement shall be extended and shall be defined as outlined in the true-up phase. 
g. 001-xx2.8
Response timing by the Transmission Provider shall be the same as if the request were not part of a linked group and shall comply with timing requirements.
a. 001-xx2.9
Transmission Providers may not deny a request for any of the following reasons:

i. A request should not be denied because it has a different time zone than another request in the linked group.  

1. With regard to time zone differences, the scope of work for this annual plan item shall be limited to addressing time zone differences in NITS on OASIS Business Practice Standards.

ii. A request should not be denied because it has a different requested MW capacity than another request in the linked group.  

iii. A request should not be denied because it has a different product type than another request in the linked group.  

iv. A request should not be denied because it has different start/stop time(s) than another request in the linked group 

v. A request should not be denied because requests in the linked group are not contiguous.  (Linked groups are not required to be comprised of requests on adjoining systems.)

001-xx3
SAMTS Initial Processing of Transmission Service Requests (Pre-true-up)
001-xx3.1
Each Transmission Provider that receives a request that is part of a linked group shall process that request in the order queued on the Transmission Provider’s system as it would for any other request for Transmission Service.
001-xx3.2
For each PTP request that is part of a linked group, the Transmission Provider shall meet the timing requirements presently outlined in Table 4-2. 
001-xx3.3
For each NITS request (?) that is part of a linked group, the Transmission Provider shall meet the timing requirements presently outlined in Table 105(?)
001-xx3.4
Upon completion of this phase of the process, each request will proceed to  either an accepted, counteroffered or refused state (referred to as the “pre-true-up state”)..
001-xx4
SAMTS Final Processing of Transmission Service Requests (True-up)
001-xx4.1
When all of the requests of the linked group are in a pre-true-up state, the Transmission Customer shall review the pre-true-up state of each of the requests and determine the final requested capacity of each request, as follows:

001-xx4.1.1
If one or more Transmission Provider(s) was not able to accommodate the full amount of the requested capacity, the Transmission Customer is permitted, but not required, to lower the amount of requested capacity on any and all of the requests in the linked group through a rebid or a withdraw.
001-xx4.1.1.1
The Transmission Customer must communicate its true-up decisions to each Transmission Provider after all requests are in a pre-true-up state. The OASIS subcommittee will determine the proper timing and communication requirements.  
001-xx4.1.1.2
True-up will apply only to capacity
001-xx4.1.2
If all requests were accepted with the requested capacity The Transmission Customer must confirm all requests
001-xx4.2
Upon deciding the final capacity for each of the requests in the linked group, the Transmission Customer is required to respond (confirm, rebid, or withdraw) to each of the outstanding requests reflecting  the desired amount of true-up capacity for each.  Each Transmission Provider shall accept any rebid capacity for such request(s).  At this point all requests are in a final state
001-xx4.3
Once all requests are in a final state,  the coordination process is complete and the linked group is no longer linked for any further processing.
001-xx4.4
Nothing shall prevent a customer from confirming an accepted or counteroffered request prior to knowing the final outcome of all requests in a linked group.  Once confirmed and finalized, no adjustment in capacity shall be permitted.
001-xx4.5
The Transmission Provider will set the capacity granted to the value requested by the Transmission Customer and will move the status to a final state.
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