NAESB WGQ Standard 0.4.1 – Storage Information 

IR / Technical 2012 0110-0112 ATT4 - AP2011-7 / AP2012-8 Rec ATT1

Document Name and No.:
Storage Information

NAESB WGQ Standard No. 0.4.1
BUSINESS PROCESS DOCUMENTATION 
	Language: Technical Implementation of Business Process

	No Changes


	Language: Sample Paper Transaction

	No Changes


DATA DICTIONARY 

	Business Name
(Abbreviation)
	Definition
	Data Group
	EBB Usage
	EDI/FF Usage
	Condition

	Location Data
	Unique identification of a point.
	LDG
	
	
	

	Location Code* **
(Loc)
	
	LDG
	C
	C
	Mandatory when one of the following is provided:

· Location Ending Storage Balance

· Location Ending Storage Balance-Firm

· Location Ending Storage Balance-Interruptible.

	Location Name
(Loc Name)
	
	LDG
	C
	nu
	For EBB, mandatory when one of the following is provided:

· Location Ending Storage Balance

· Location Ending Storage Balance-Firm

· Location Ending Storage Balance-Interruptible

	Location Proprietary Code
(Loc Prop)
	
	LDG
	C
	C
	Mandatory when one of the following is provided:

· Location Ending Storage Balance

· Location Ending Storage Balance-Firm

· Location Ending Storage Balance-Interruptible

and Location Code is not present.


RELEVANT FOOTNOTES:

*  Indicates Common Code

**  When a Transportation Service Provider’s proprietary location code is employed pursuant to this standard, the parties agree that nominations, confirmations, scheduled quantities, and capacity release documents employing such code should be for one gas day at a time, and used only until there is a verified common code for the point associated with the proprietary location code.  This would include daily nominations over a weekend.  Within two months following the availability of the location the parties should employ the common code and no longer employ the proprietary code for identifying such location in the data sets related to the identified standards.
4  Refer to NAESB WGQ Standard No. 0.3.2.

CODE VALUES LOG

 NO CHANGES
TECHNICAL CHANGE LOG  - Dependent on R10004
	Description of Change:   Data Element Cross Reference to ASC X12

	Detail LCD Segment – modify as indicated:

	Segment

Usage

Segment Name/NAESB Data Element Name

DTM

M
M
SO
SO
Beginning Flow Date
Ending Flow Date 
Beginning Flow Time
Ending Flow Time

N9

SO

Storage Rate Schedule

LQ

M

Report Type

LCD

C

Location Code/Location Proprietary Code



	Description of Change: Sample ASC X12 Transaction

	No Changes


	Description of Change: ASC X12 Mapping Guidelines

	LCD Segment (Detail) Position 0400 – 
LCD05 Data Element 66 – Delete Data Element note
LCD05 Data Element 66 – Mark Code Value ‘DR’ as not used and delete associated Code Value note 

LCD05 Data Element 66 – Code Value ‘SV” – delete Code Value note

LCD06 Data Element 67 – Modify Data Element Note by deleting ‘/Location Proprietary Code’ 


	Description of Change: Transaction Set Tables

	No Changes


Document Name and No.:

Operational Capacity
NAESB WGQ Standard No. 0.4.2
BUSINESS PROCESS DOCUMENTATION 
	Language: Technical Implementation of Business Process

	Modify the 3rd paragraph as indicated:
The TSP is identified by its entity common code number.  Parties should mutually agree to use the TSP’s proprietary entity code when the D-U-N-S® Number is not available.  The location(s) where capacity is reported is identified by its location common code.  In addition, the location name and/or location zone may be specified.  The location quantity/type indicator specifies the type of location that corresponds to the quantity that is being sent.  The location purpose indicates the function of the location.  In the case where the quantity reported is for a segment that is defined by two locations, it is so indicated in the location purpose.  In addition, the location quantity/type indicator of ‘Segment(s) quantity’ should be sent along with the two location data elements that define the segment.  Alternatively, if a segment is defined by a single location, then a single location data element may be sent.  The flow indicator reflects the direction of flow for the quantity being reported.




	Language: Sample Paper Transaction

	No Changes


DATA DICTIONARY 

	Business Name (Abbreviation) 
	Definition
	EBB Usage
	EDI/FF Usage
	Condition

	Location Data
	Unique identification of a point, segment, zone or facility.
	
	
	

	Location * **
(Loc)
	
	M
	M
	

	Location Name ***

(Loc Name)
	
	M
	SO
	

	Location Proprietary Code

(Loc Prop)
	
	C
	C
	Mandatory when Location is not present.  When this field uniquely identifies the segment, a proprietary segment identifier may be used.


RELEVANT FOOTNOTES:

*  Indicates Common Code 

** When a Transportation Service Provider’s proprietary location code is employed pursuant to this standard, the parties agree that nominations, confirmations, scheduled quantities, and capacity release documents employing such code should be for one gas day at a time, and used only until there is a verified common code for the point associated with the proprietary location code.  This would include daily nominations over a weekend.  Within two months following the availability of the location the parties should employ the common code and no longer employ the proprietary code for identifying such location in the data sets related to the identified standards.
*** The Transportation Service Provider’s version of the name.  

4  Refer to NAESB WGQ Standard No. 0.3.2

CODE VALUES LOG  
No Changes
TECHNICAL CHANGE LOG (all instructions to accomplish the recommendation)

	Description of Change:   Data Element Cross Reference to ASC X12

	Sub-detail N1 Segment – modify as indicated:

	Segment 

Usage

Segment Name/NAESB Data Element Name

Sub-detail:

SLN

M

Subline Item Detail

N1

M

Location Purpose

SO

Location Name

M

Location/Location Proprietary Code
LCD

SO

Location Zone

N9

SO

Comments and Notes




	Description of Change: Sample ASC X12 Transaction

	Modify the following lines as indicated:
ST*873*123456789

:

:
N1*M2**DRSV*789456123

:

:
N1*M2** DRSV *135792468

:

:
N1*M2** DRSV *758493021

:

:
N1*MV** DRSV *968574032

:

:
N1*7S** DRSV *124578290

SLN*002**I

N1*NQ** DRSV *124578284

SE*49*123456789




	Description of Change: ASC X12 Mapping Guidelines

	N1 Segment (Detail) Position 1100 – 

N103 Data Element 66 – Mark Code Value ‘DR’ as not used and delete associated Code Value note 

N103 Data Element 66 – Code Value ‘SV’ – delete Code Value note

N104 Data Element 67 – Modify Data Element Note by deleting ‘/Location Proprietary Code’ 


	Description of Change: Transaction Set Tables

	No Changes


Document Name and No.:

Unsubscribed Capacity

NAESB WGQ Standard No. 0.4.3
BUSINESS PROCESS DOCUMENTATION 
	Language: Technical Implementation of Business Process

	Modify the 3rd paragraph as indicated:
The TSP is identified by its entity common code number.  Parties should mutually agree to use the TSP’s proprietary entity code when the D-U-N-S® Number is not available.  The location(s) where capacity is reported is identified by its location common code.  In addition, the location name and/or location zone may be specified.  The location quantity/type indicator specifies the type of location that corresponds to the quantity that is being sent.  The location purpose indicates the function of the location.  In the case where the quantity reported is for a segment that is defined by two locations, it is so indicated in the location purpose.  In addition, the location quantity/type indicator of ‘Segment(s) quantity’ should be sent along with the two location data elements that define the segment.  Alternatively, if a segment is defined by a single location, then a single location data element may be sent.




	Language: Sample Paper Transaction

	No Changes


DATA DICTIONARY 

	Business Name (Abbreviation) 
	Definition
	EBB Usage
	EDI/FF Usage
	Condition

	Location Data
	Unique identification of a point, segment, zone or facility.
	
	
	

	Location * **
(Loc)
	
	M
	M
	

	Location Name ***

(Loc Name)
	
	M
	SO
	

	Location Proprietary Code

(Loc Prop)
	
	C
	C
	Mandatory when Location is not present.  When this field uniquely identifies the segment, a proprietary segment identifier may be used.


RELEVANT FOOTNOTES:

*  Indicates Common Code 

** When a Transportation Service Provider’s proprietary location code is employed pursuant to this standard, the parties agree that nominations, confirmations, scheduled quantities, and capacity release documents employing such code should be for one gas day at a time, and used only until there is a verified common code for the point associated with the proprietary location code.  This would include daily nominations over a weekend.  Within two months following the availability of the location the parties should employ the common code and no longer employ the proprietary code for identifying such location in the data sets related to the identified standards.
*** The Transportation Service Provider’s version of the name.  

4  Refer to NAESB WGQ Standard No. 0.3.2

CODE VALUES LOG  
No Changes
TECHNICAL CHANGE LOG (all instructions to accomplish the recommendation)

	Description of Change:   Data Element Cross Reference to ASC X12

	Sub-detail N1 Segment – modify as indicated:

	Segment 

Usage

Segment Name/NAESB Data Element Name

Sub-detail:

SLN

M

Subline Item Detail

N1

M

Location Purpose

SO

Location Name

M

Location/Location Proprietary Code
LCD

SO

Location Zone




	Description of Change: Sample ASC X12 Transaction

	modify as indicated

	ST*873*123456789

BGN*00*1*20070601****US

DTM*809****DT*200706011120

N1*SJ**1*808344672

DTM*007****RD8*20070601-20070630

LQ*LQT*RPQ

QTY*V8*1000*BZ

SLN*001**I

N1*M2**DRSV*869703128

DTM*007****RD8*20070601-20070630

LQ*LQT*MLQ

QTY*V8*2000*BZ

SLN*001**I

N1*MV** DRSV*1289346750

DTM*007****RD8*20070601-20070630

LQ*LQT*DPQ

QTY*V8*9000*BZ

SLN*001**I

N1*MQ** DRSV *111111111

DTM*007****RD8*20070601-20070630

LQ*LQT*SGQ

QTY*V8*10000*BZ

SLN*001**I

N1*7S** DRSV*124578290

SLN*002**I

N1*NQ** DRSV*124578284

SE*27*123456789




	Description of Change: ASC X12 Mapping Guidelines

	N1 Segment (Detail) Position 1100 – 
N103 Data Element 66 – Mark Code Value ‘DR’ as not used and delete associated Code Value note 

N103 Data Element 66 – Code Value ‘SV’ – delete Code Value note

N104 Data Element 67 – Modify Data Element Note by deleting ‘/Location Proprietary Code’ 


	Description of Change: Transaction Set Tables

	No Changes
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