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NAESB WGQ EXECUTIVE COMMITTEE
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EC-Power Int. Inc.
Request No.:
Request No. C05002

1.  Recommended Action:
Effect of EC Vote to Accept Recommended Action:

      Accept as requested


  X Change to Existing Practice

  X  Accept as modified below

      Status Quo


      Decline

2.  TYPE OF MAINTENANCE

Per Request:




Per Recommendation:
      Initiation




      Initiation 

      Modification




      Modification

  X  Interpretation



  X  Interpretation

      Withdrawal




      Withdrawal

      Principle (x.1.z)



      Principle (x.1.z)

      Definition (x.2.z)



      Definition (x.2.z)

  X  Business Practice Standard (x.3.z)

  X  Business Practice Standard (x.3.z)

      Document (x.4.z)



      Document (x.4.z)

      Data Element (x.4.z)



      Data Element (x.4.z)

      Code Value (x.4.z)



      Code Value (x.4.z)

      X12 Implementation Guide


      X12 Implementation Guide

     Business Process Documentation

      Business Process Documentation

3.  RECOMMENDATION

SUMMARY:
(
Add proposed WGQ Interpretation 7.3.x regarding a clarification for usage of 128-bit Secure Socket layer (SSL) encryption under NAESB WGQ Standard 4.3.88.  

STANDARDS LANGUAGE:

Proposed WGQ Interpretation 7.3.X:

In the NAESB EDM manual, Standard 4.3.88 states, “For EDI/EDM, 128-bit Secure socket Layer (SSL) encryption should be used.”  My request is a statement from NAESB that says, for EDM Version 1.6 the use of SSL is required or a statement from NAESB that says, for EDM Version 1.6 the use of SSL is not required.

Interpretation:

NAESB WGQ Standard 4.3.88 states “For EDI/EDM, 128-bit Secure Socket Layer (SSL) encryption should be used.”  Additionally, NAESB WGQ Standards 4.3.61 and 4.3.83 state that 128-bit Secure Socket layer (SSL) encryption should be used for Customer Activities Websites and Interactive Flat File EDM (Interactive FF/EDM).  As demonstrated by these three specific references, the intent of the standards is that 128-bit Secure Socket Layer (SSL) encryption should be used as specified for EDI/EDM, Interactive FF/EDM and Customer Activities Websites for NAESB Versions 1.6 and 1.7.

4.  SUPPORTING DOCUMENTATION
a.  Description of Request:

C05002 – Request for Clarification to NAESB WGQ Standard 4.3.88 by EC-Power Int. Inc. submitted July 13, 2005.
b.  Description of Recommendation:

WGQ Interpretations Subcommittee

See the WGQ Interpretations Subcommittee meeting minutes, meeting minutes attachments and filed comments for the supporting documentation under the October 28, 2005 meeting.

The motion:

“To adopt the draft interpretation, as modified.”  The language of the draft interpretation is shown in Section 3 above.  

Vote on the motion:

The WGQ Interpretations Subcommittee unanimously supported this motion at its October 28, 2005 meeting.

This request was also discussed at the September 30, 2005 WGQ Interpretations Subcommittee meeting.

c.  Business Purpose: 

The business purpose is provided in the proposed clarification.

d. Commentary/Rationale of Subcommittee(s)/Task Force(s):

The commentary/rationale to support the clarification is provided in the proposed clarification.
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