Formal Comments of the Bonneville Power Administration (BPA) on

Load Forecast and Actual Load Business Practice Standards associated with S&CP changes (2008 AP 2.a.i.4, 2.b.v.4., 2.b.v.5)

1.  Comment on 001-n.6.5
The following change is recommended:
001-n.6.5
The Transmission Provider or applicable ISO/RTO  shall  post a document on the ATC Information link described in WEQ-001-13.1 that shall contain the underlying load forecast assumptions. The document shall be a descriptive statement which includes the load forecaster (methodology), all weather variables used (e.g., temperature, humidity, wind speed, number of measuring points), actual load assumptions (e.g., system-wide load, native load, historical loads, existing contracts) and economic assumptions, as applicable (e.g., assumptions for long term ATC calculations may differ from assumptions for short term ATC calculations).  This descriptive statement shall satisfy the requirement for posting underlying load forecast assumptions including economic and weather-related assumptions. 

2.  Comment on Modifications to WEQ-013

The highlighted language in:
013-3.3.2
System Load Related Query/Response Requirements 

Transmission Providers or applicable ISO/RTOs shall provide data for the following SYSTEM_ATTRIBUTE values related to System load postings as required by all applicable regulations and business practices:

ZONE_LOAD_FORECAST – The applicable ISO/RTO’s anticipated Forecasted Daily Zonal Load as specified in WEQ-001-n.4
SYSTEM_LOAD_FORECAST – The Transmission Provider’s or applicable ISO/RTO’s anticipated Forecasted Daily System-Wide Peak Load as specified in WEQ-001-n.2 and WEQ-001-n.4
NATIVE_LOAD_FORECAST – The Transmission Provider’s anticipated portion of the Forecasted Daily System-Wide Peak Load for the native load as specified in WEQ-001-n.2
ZONE_ACTUAL_LOAD – The applicable ISO/RTO’s Actual Daily Zonal Load as specified in WEQ-001-n.3
SYSTEM_ACTUAL_LOAD – The Transmission Provider’s or applicable ISO/RTO’s Actual Daily System-Wide Peak Load as specified in WEQ-001-n.1 and WEQ-001-n.3
NATIVE_ACTUAL_LOAD – The Transmission Provider’s portion of the Actual Daily System-Wide Peak Load for the native load as specified in WEQ-001-n.1

should match up with highlighted language in:

003-0
OASIS DATA DICTIONARY Version 1.5  Modifications

Definition of Data Element – Type of system data viewed by systemdata template:
CBM – Capacity Benefit Margin

FTRM – Transmission Reliability Margin for use in FATC

NFTRM – Transmission Reliability Margin for use in NFATC

TTC – Total Transmission Capability

FATC –Firm Available Transmission Capability

NFATC – Non-firm Available Transmission Capability
ATC_ANNOTATION – Annotation for a change in monthly or yearly posted ATC.
ZONE_LOAD_FORECAST – Anticipated Forecasted Daily Zonal Load
SYSTEM_LOAD_FORECAST – Anticipated Forecasted Daily System-Wide Peak Load
NATIVE_LOAD_FORECAST – Anticipated portion of the Forecasted Daily System-Wide Peak Load for the native load
ZONE_ACTUAL_LOAD – Actual Daily Zonal Load
SYSTEM_ACTUAL_LOAD – Actual Daily System-Wide Peak Load
NATIVE_ACTUAL_LOAD – Actual portion of Daily System-Wide Peak Load for the native load
{registered} – Provider specific registered name for the data posted
3.  Comment on Implementation Timing:

Finalization and implementation of this load forecast standard should follow finalization of the NERC Order 890 reliability standards development such that data for OASIS postings under this standard can be integrated with ATC calculations pusuant to the NERC Order 890 reliability standards.
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