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RECOMMENDATION TO NAESB WGQ EXECUTIVE COMMITTEE

Minor Correction / Clarification
Requester:
 Northern Natural Gas
Request No.:
 MC12017

1.  RECOMMENDED ACTION:
EFFECT OF EC VOTE TO ACCEPT RECOMMENDED ACTION:

	
	Accept as requested
	X
	Change to Existing Practice

	X
	Accept as modified below
	
	Status Quo

	
	Decline
	
	


2.  TYPE OF DEVELOPMENT/MAINTENANCE

	Per Request:
	Per Recommendation:

	
	Initiation
	
	Initiation

	X
	Modification
	X
	Modification

	
	Interpretation
	
	Interpretation

	
	Withdrawal
	
	Withdrawal

	
	
	
	

	
	Principle (x.1.z)
	
	Principle (x.1.z)

	
	Definition (x.2.z)
	
	Definition (x.2.z)

	
	Business Practice Standard (x.3.z)
	
	Business Practice Standard (x.3.z)

	
	Document (x.4.z)
	
	Document (x.4.z)

	
	Data Element (x.4.z)
	
	Data Element (x.4.z)

	X
	Code Value (x.4.z)
	X
	Code Value (x.4.z)

	
	X12 Implementation Guide
	X
	X12 Implementation Guide

	
	Business Process Documentation
	
	Business Process Documentation


3.  RECOMMENDATION

SUMMARY:

Addition for NAESB WGQ Version 2.1
Note:
This recommendation is dependent on R97064-H - Attachment 5 adopted by the WGQ Executive Committee October 27, 2011
Minor Correction to add one new code value for the data element Meter Type in the following data set:
Measured Volume Audit Statement
NAESB WGQ Standard No. 2.4.6
CODE VALUES LOG (for addition, modification or deletion of code values)

Document Name and No.:
Measured Volume Audit Statement
NAESB WGQ Standard No. 2.4.6
Data Element:
Meter Type
	Code Value Description
	Code Value Definition
	Code Value

	Calculated
	A location where there is no physical meter and the components are calculated from actual metered information associated with other locations. 
	CM


TECHNICAL CHANGE LOG (all instructions to accomplish the recommendation)

Document Name and No.:
Measured Volume Audit Statement
NAESB WGQ Standard No. 2.4.6
	Description of Change:

	Transaction Set Tables 
LQ Segments (Detail):

In the row for data element “Meter Type” in LQ02 column, add code value “CM” and correct the order of the existing code values so they are all in alphabetic order.  The results will look as follows
Element Name (LQ02)

Usage

LQ01

LQ02

LQ02 Description

Meter Type

M

MT

CM
Calculated
DC
Time Driven Positive Displacement - chart

DM
Time Driven Positive Displacement - EFM

FD
Flow Driven Positive Displacement

OC

Orifice - chart

OM

Orifice - EFM

RM

Rotary

TM

Turbine

UM

Ultrasonic

VM
Venturi



4.  SUPPORTING DOCUMENTATION
a.  Description of Request:

This request proposes the addition of 1 code value for the data element “Meter Type” in the following datasets for the NAESB WGQ Version 2.0 release:

NAESB WGQ Standard 2.4.6 – Measured Volume Audit Statement

b.  Description of Recommendation:

Information Requirements / Technical Subcommittee
See minutes for the following Joint Information Requirements / Technical Subcommittees meetings:

· June 19-20, 2012
Motion:


Adopt the proposed MC12017 implementation to be included in NAESB WGQ Version 2.1 as set forth in Attachment 1 to the June 19-20, 2012 meeting minutes of the Joint Information Requirements / Technical Subcommittees. 
	Vote
	
	
	
	Balanced
	Balanced
	Balanced

	
	For
	Against
	Total
	For
	Against
	Total

	End Users
	0
	0
	0
	0.00
	0.00
	0

	LDCs
	0
	0
	0
	0.00
	0.00
	0

	Pipelines
	8
	0
	8
	2.00
	0.00
	2

	Producers
	0
	0
	0
	0.00
	0.00
	0

	Services
	0
	0
	0
	0.00
	0.00
	0

	
	8
	0
	8
	2.00
	0.00
	2


Motion Passes
3
1
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