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RECOMMENDATION TO NAESB WGQ EXECUTIVE COMMITTEE

Requester:
Williston Basin

                                   Williams Gas Pipeline

Request Nos.:   R11011 / MC11007

1.  RECOMMENDED ACTION:
EFFECT OF EC VOTE TO ACCEPT RECOMMENDED ACTION:

	
	Accept as requested
	X
	Change to Existing Practice

	X
	Accept as modified below
	
	Status Quo

	
	Decline
	
	


2.  TYPE OF DEVELOPMENT/MAINTENANCE

	Per Request:
	Per Recommendation:

	
	Initiation
	
	Initiation

	
	Modification
	X
	Modification

	
	Interpretation
	
	Interpretation

	
	Withdrawal
	
	Withdrawal

	
	
	
	

	
	Principle (x.1.z)
	
	Principle (x.1.z)

	
	Definition (x.2.z)
	
	Definition (x.2.z)

	
	Business Practice Standard (x.3.z)
	
	Business Practice Standard (x.3.z)

	
	Document (x.4.z)
	
	Document (x.4.z)

	X
	Data Element (x.4.z)
	X
	Data Element (x.4.z)

	
	Code Value (x.4.z)
	X
	Code Value (x.4.z)

	
	X12 Implementation Guide
	X
	X12 Implementation Guide

	
	Business Process Documentation
	X
	Business Process Documentation


3.  RECOMMENDATION

SUMMARY:
This request is dependent on the successful completion of R11018.
· Transactional Reporting – Capacity Release
NAESB WGQ Standard No. 5.4.20
· Add a new Business Conditional data element Capacity Type Location Indicator Data and the corresponding code values

· Modify the Technical Implementation of Business Processes to add the new data element to the Data Element Quick Guide
· Transactional Reporting - Firm Transportation
NAESB WGQ Standard No. 5.4.21

· Add one code value for the existing data element Capacity Type Indicator 

· Offer
NAESB WGQ Standard No. 5.4.24

· Add one code value for the existing data element Capacity Type Location Indicator 

· Add the new code value to the existing REF Segment (Sub-detail) Transaction Set Table

· Bid
NAESB WGQ Standard No. 5.4.25

· Add a new Conditional data element Capacity Type Location Indicator Data and the corresponding code values

· Modify the Technical Implementation of Business Processes to add the new data element to the Data Element Quick Guide – Creation of the Bid and Data Element Quick Guide – Bid Download
· Modify the Data Element Cross Ref to ASCX12 for the Bid (Download Portion) to add the REF Segment in the sub-detail

· Modify the ASCX12 Mapping Guidelines for the Bid (Download Portion) to add the REF Segment in the detail position 460
· Award Download
NAESB WGQ Standard No. 5.4.26

· Add a new Conditional data element Capacity Type Location Indicator and the corresponding code values

· Modify the Technical Implementation of Business Processes to add the new data element to the Data Element Quick Guide 

· Modify the Data Element Cross Ref to ASCX12 for the Award Download to add the REF Segment in the sub-detail

· Modify the ASCX12 Mapping Guidelines for the Award Download to add the REF Segment in the detail position 460
DATA DICTIONARY (for new documents and addition, modification or deletion of data elements)

Document Name and No.:
Transactional Reporting – Capacity Release 

NAESB WGQ Standard No. 5.4.20
	Business Name
(Abbreviation)
	Definition
	EBB Usage
	EDI/FF Usage

	Condition

	Capacity Type Location Indicator Data

Capacity Type Location Indicator
(Cap Type Loc)

Capacity Type Location Indicator Description 
(Cap Type Loc Desc)
	Type of capacity being released at a location.
	C
	
	Mandatory when one of the following conditions is met:

· Contract Status is ‘New’, or

· Contract Status is ‘Amended’ and Amendment Reporting is ‘All Data’, or

· Contract Status is ‘Corrected / Updated’ and Amendment Reporting is ‘All Data’. 

AND

the following condition is met:

· Capacity Type Location Indicator is present in the Award Download.

For EBB, when these conditions are met, at least one of Capacity Type Location Indicator or Capacity Type Indicator Description is required.


Document Name and No.:
Bid 





NAESB WGQ Standard No. 5.4.25
	Business Name 
(Abbreviation) 
	Definition
	EBB Creation Usage
	Condition - Creation

	
	
	EBB/EDI Download Usage
	Condition - Download

	Capacity Type Location Indicator Data

Capacity Type Location Indicator
(Cap Type Loc)

Capacity Type Location Indicator Description 
(Cap Type Loc Desc)
	Type of capacity being released at a location.
	BC
	Mandatory when the Transportation Service Provider requires the Bidder to indicate which type of capacity specified in the Offer is being bid upon at a location.  When this condition is met, at least one of the Capacity Type Location Indicator code or the Description is mandatory. 

	
	
	C
	Mandatory when present in the creation of the Bid.  

For EBB, when this condition is met, at least one of the Capacity Type Location Indicator code or the Description is mandatory.

For EDI, when this condition is met, the Capacity Type Location Indicator code is mandatory.  The Description is not used.


Document Name and No.:
Award Download



NAESB WGQ Standard No. 5.4.25
	Business Name 
(Abbreviation) 
	Definition
	EBB Usage
	EDI/FF Usage
	Condition

	Capacity Type Location Indicator Data

Capacity Type Location Indicator
(Cap Type Loc)

Capacity Type Location Indicator Description 
(Cap Type Loc Desc)
	Type of capacity being released at a location.
	C
	C
	Mandatory when present in the creation of the Bid.  

For EBB, when this condition is met, at least one of the Capacity Type Location Indicator code or the Description is mandatory.

For EDI, when this condition is met, the Capacity Type Location Indicator code is mandatory.  The Description is not used.


CODE VALUES LOG (for addition, modification or deletion of code values)

Document Name and No.:

Transactional Reporting – Firm Transportation 
NAESB WGQ Standard No. 5.4.21
Capacity Type Indicator

	Code Value Description
	Code Value Definition
	Code Value

	Primary thru Storage
	[no definition necessary]
	A


Document Name and No.:
Offer



NAESB WGQ Standard No. 5.4.24
Capacity Type Location Indicator

	Code Value Description
	Code Value Definition
	Code Value

	Primary thru Storage
	[no definition necessary]
	A


Document Name and No.:

Transactional Reporting – Capacity Release 
NAESB WGQ Standard No. 5.4.20
Bid





NAESB WGQ Standard No. 5.4.25

Award Download



NAESB WGQ Standard No. 5.4.26
Capacity Type Location Indicator

	Code Value Description
	Code Value Definition
	Code Value

	Combination of In-Path and Out-of-Path Capacity
	[no definition necessary]
	C

	In-Path Capacity
	[no definition necessary]
	I

	Out-of-Path Capacity
	[no definition necessary]
	O

	Primary
	[no definition necessary]
	P

	Primary thru Storage
	[no definition necessary]
	A

	Secondary
	[no definition necessary]
	S

	Tertiary
	[no definition necessary]
	T


BUSINESS PROCESS DOCUMENTATION (for addition, modification or deletion of business process documentation language)

Standards Book:
Capacity Release Related Standards Manual
	Language:  NAESB WGQ Standard No. 5.4.20 – Transactional Reporting – Capacity Release and
                    NAESB WGQ Standard No. 5.4.26 – Award Download

	Technical Implementation of Business Process 

	Modify the Data Element Quick Guide to add the following in alphabetical order:
Business Name 

Non-Index-Based Capacity Release

Index-Based Capacity Release

Capacity Type Location Indicator 

C

C




	Language:  NAESB Standard No. 5.4.25 – Bid

	Technical Implementation of Business Process 

	Modify the Data Element Quick Guide – Creation of Bid to add the following in alphabetical order:

Non-Index-Based Capacity Release

Index-Based Capacity Release

Business Name 

Prearranged

Non-Prearranged

Prearranged

Non-Prearranged

Capacity Type Location Indicator 

BC

BC

BC

BC



	Modify the Data Element Quick Guide – Bid Download to add the following in alphabetical order:

Business Name 

Non-Index-Based Capacity Release

Index-Based Capacity Release

Capacity Type Location Indicator 

C

C




TECHNICAL CHANGE LOG (all instructions to accomplish the recommendation)

Document Name and No.:
Offer (Download Portion)
NAESB WGQ Standard No. 5.4.24
	Description of Change: Transaction Set Tables

	REF Segments (Sub-detail) – insert a line in the REF Segments (Sub-detail) table to add a REF02 of ‘A’ with a description of ‘Primary thru Storage’ as the first line in those columns.   The results will look as follows:

Element Name

Usage

REF01

REF02

Description

Capacity Type Location Indicator

C

LT

A

Primary thru Storage 

C

Combination of In-Path and Out-of-Path Capacity

I

In-Path Capacity

O

Out-of-Path Capacity

P

Primary

S

Secondary

T

Tertiary

 


Document Name and No.:
Bid (Download Portion)
NAESB WGQ Standard No. 5.4.25

Award Download

NAESB WGQ Standard No. 5.4.26
	Description of Change: Data Element Cross Reference to ASC X12

	Sub-detail – add the folloiwng REF segment between the N4 segment and the TDI Segment
Segment

Usage

Segment Name/NAESB Data Element Name

REF

C

Capacity Type Location Indicator




Document Name and No.:
Bid (Download Portion)
NAESB WGQ Standard No. 5.4.25

Award Download

NAESB WGQ Standard No. 5.4.26
	Description of Change: ASC X12 Mapping Guidelines

	Mark REF segment, position 460, as used.
REF Segment – Add the segment note: ‘For NAESB WGQ, this segment is conditional.’

REF01: Mark all code values as not used.

REF01: Mark code value ‘LT’ as used.
REF02: Add the following data element level note ‘Capacity Type Location Indicator’

REF02: Insert code values as follows:

A

Primary thru Storage 

C

Combination of In-Path and Out-of-Path Capacity

I

In-Path Capacity

O

Out-of-Path Capacity

P

Primary

S

Secondary

T

Tertiary

REF03: Mark as not used


4.  SUPPORTING DOCUMENTATION
a.  Description of Request:

R11011:

For NAESB WGQ Standards Offer – add a code value to the Business Conditional data element “Capacity Type Location Indicator” for capacity that is “Primary thru Storage”


	Code Value Description
	Code Value Definition
	Code Value

	Primary thru Storage
	[no definition necessary]
	A


For NAESB WGQ Standards Transactional Reporting – Capacity Release, Bid and Award– add a date element that is Business Conditional “Capacity Type Location Indicator” 

	Code Value Description
	Code Value Definition
	Code Value

	Primary thru Storage
	[no definition necessary]
	A

	Combination of In-Path and Out-of-Path Capacity
	[no definition necessary]
	C

	In-Path Capacity
	[no definition necessary]
	I

	Out-of-Path Capacity
	[no definition necessary]
	O

	Primary
	[no definition necessary]
	P

	Secondary
	[no definition necessary]
	S

	Tertiary
	[no definition necessary]
	T


MC11007:

For Transactional Reporting – Firm – add a code value to the Sender’s Option data element “Capacity Type Indicator” for capacity that is “Primary thru Storage”

	Code Value Description

	Code Value Definition
	Code Value

	Primary thru Storage
	[no definition necessary]
	A


b.  Description of Recommendation:

Business Practices Subcommittee
See the meeting minutes for the following WGQ Business Practices Subcommittee: 

September 29, 2011

October 13, 2011

Motion:
September 29, 2011

Adopt the following instruction:
BPS instructs IR to accommodate not sending a contract end date in the Transactional Reporting – Firm Transportation data set based on the sender’s business conditional business practice.  
Vote: Motion passed unanimously
Motion:
December 13, 2011

Previously BPS instructed IR to accommodate R11008 and R11011 (instructions dated 9/29/11 and 10/13/11, respectively) utilizing a senders’ business conditional usage concept.  BPS clarifies that IR may use its discretion in developing the implementations for R11008 and R11011 utilizing the existing usages, if appropriate.
Vote: Motion passed unanimously
Joint Information Requirements / Technical Subcommittees
See the meeting minutes for the following WGQ Joint Information Requirements / Technical Subcommittees: 

November 15-17, 2011

December 5, 2011

January 10-12, 2012
February 22-22, 2012

April 10-12, 2012
Motion:
April 10, 2012
Adopt the proposed implementation for R11011 as set forth in Attachment 3 to the April 10-12, 2012 meeting minutes of the Joint Information Requirements / Technical Subcommittees.
	Vote
	
	
	
	Balanced
	Balanced
	Balanced

	
	For
	Against
	Total
	For
	Against
	Total

	End Users
	0
	0
	0
	0.00
	0.00
	0

	LDCs
	0
	0
	0
	0.00
	0.00
	0

	Pipelines
	11
	0
	11
	2.00
	0.00
	2

	Producers
	0
	0
	0
	0.00
	0.00
	0

	Services
	0
	0
	0
	0.00
	0.00
	0

	
	11
	0
	11
	2.00
	0.00
	2


Motion Passes

c.  Business Purpose:

d.  Commentary/Rationale of Subcommittee(s)/Task Force(s):
� The EDI/FF usages do not appear in the data dictionary. The column is retained and the usages will be provided when the EDI and FF implementation instructions are published.
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